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2.If the above step is failure, please pull the receiver out from the computer and repeat the above 
step again.

IV. Restore

Program Restore            Restore Factory Settings

Note: Only if the scanner can not read barcode successfully, please read “Program Restore ”. 

When the scanner can read barcode successfully, please do not read “Program Restore”.

V.Setting Of Work Mode

Normal Mode  Check Mode Total Data Upload    Last Total Data Upload

Breakpoint Continuingly   Show Total Number 
  of Scanning

Show Last Number
   of Scanning

Data Reset
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Explanation:
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Enter into Settings Exit Settings Scanner Channel Setting
                           

Scanner ID Setting Barcode ID Setting
                   

Restore Factory Settings 
of Transmitting Terminal 
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Enter into Settings Exit Settings Receiving Terminal
 Channel Setting
                               

Receiving Terminal
       ID Setting

Open Sending Barcode ID Close Sending Barcode ID Separate the ID and
 Barcode by “TAB key” 

Separate the ID and 
Barcode by “Space key”

Separate the ID
 and Barcode by “ - ”  

    Restore Factory 
Settings of Receiver
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3 Seconds  4 Seconds
 5 Seconds       



Close The Attached
Code Of UPC & EAN     

Add Two Bit Attached 
Code To UPC & EAN

Add Five Bit Attached 
Code To UPC & EAN  

Add Two Bit And Five Bit 
Attached Code To UPC &EAN

Open Line Skip  Cancel Enter
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Hide The Prepositiv
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